CHARACTERISTICS
Many years of technical and stylistic development have gone into the Oikolift elevator platform, designed by Metaltecna as a solution that can be customized in terms of comfort, safety and style for end users.

Oikolift is also easy to use for persons of reduced mobility and is the optimal solution for overcoming architectural constraints. 

The platform can be installed inside or outside any type of building (villas, condominiums, single-family houses, public buildings and shops) to increase its value, and can perfectly suit the characteristics of places, as it can be installed in a walled shaft or suitable housing structure.

Oikolift is the ideal solution for all problems relating to movement from one floor to another, thanks to its versatility, low cost, minimal consumption, easy installation and maintenance, safety and style. 

Oikolift is available in various sizes. The cabin can measure a minimum of 600x800 mm up to a maximum of 1100x1400 mm. The cabin and doors can be supplied in any size between these measurements to fit the available shaft.

Oikolift comes in exclusive and customized solutions and comes with a broad range of optional devices:

· roof with one or more lights that shine through bored logo or initials;

· steel plate or aluminium doors with a wide range of windows (mirror, transparent, opaque, etc.);

· a large variety of internal and external handles;

· floor in PVC, parquet, etc.

Each project is unique as each customer has his own specific needs.

ECONOMIC ADVANTAGES

Low energy consumption (220v): 1.5 Kw. Versions of 380v available on request.

Easily adaptable for terraced houses, villas and old buildings, without need for supplementary intervention. Suitable for overcoming architectural constraints.

Simple installation.

Low maintenance costs.

Minimum size (no need for a machine room).

Can be implemented in any environment and valorises and adds prestige to buildings in which it is installed.

FISCAL BENEFITS

41% deduction of the overall cost by IRPEF (law 23/12/99 n. 488).

19% deduction in accordance with Art. 13 BIS of the T.U.I.R.

Possible access to grants (law 13/98).

4% VAT in case of incapacity.

100% funding by INAIL for incapacity caused at the workplace.

TECHNICAL SPECIFICATIONS

Load:


between 180 and 300 Kg.

Cabin:
anti-dust ceiling, walls and floor, stainless steel all-wall pushbutton, telephone on request. 

Speed:


0.15 m/sec.

Doors:
Semi-automatic manual opening doors with electromechanical safety lock. 

Operation: 

Oil-pressure operation with lateral cylinder.

Power supply:

220 V – 1.5 to 2.2 KW.

Control panel:
Reduced energy consumption, maximum silence, contained size, with manual emergency lowering button. 

Installation:

In 4 days, depending on the precision of the available shaft. 

Safety: 
Up/down buttons in the cabin; floor selection pushbutton panel; stop and alarm buttons; normal lowering of elevator in the event of a power cut. Emergency lighting.

Warranty:
24 months from delivery of the system providing the regular maintenance contract has been signed.

