CHARACTERISTICS:
Simple is the new elevator platform by METALTECNA suitable for small differences in height.

Simple’s design is such that walls are not essential for its installation.

Simple can be supplied with a closed shaft, depending on the specific characteristics of the installation area, or can be fitted with a folding device to protect the elevator shaft under the platform.

Simple can, thanks to its design, be supplied and made operational within a few days of placing the order.

Simple is guaranteed for both internal and external installations. Side protections on the platform comprise an aluminium structure with Visarm windows.

Like all products by METALTECNA, Simple is MADE IN COMPLIANCE WITH D.M. 236 and machines directives 89/392/CCE;

FISCAL BENEFITS

41% deduction of the overall cost by IRPEF (law 23/12/99 n. 488).

19% deduction in accordance with Art. 13 BIS of the T.U.I.R.

Possible access to grants (law 13/98).

4% VAT in case of incapacity.

100% funding by INAIL for incapacity caused at the workplace.

STANDARD SOLUTIONS

Two versions are available:

Mod. PS1: Platform measuring 1000x1350 mm and stroke of up to 800 mm.

Mod. PS2: Platform measuring 1000x1350 mm and stroke of up to 1500 mm.

Standard versions comprise:

-
Manual single-leaf gates on the platform and upper floor, made of aluminium and glass;

-
Side protection railings around the platform, made of aluminium and glass;

-
A folding protection device under the platform.

FOLDING PROTECTION DEVICES


The devices can be installed on 1 or 3 sides and are made of material that is highly resistant, fireproof and reinforced internally to ensure resistance and functionality. They are also waterproof and specially intended for external installations and temperatures between -30° and + 60°C.

Their purpose is to protect moving parts under the platform.

SAFETY SYSTEMS

- Anti-crushing safety device under the sides of the platform.

- Manual emergency lowering button.

- Parachute valve on the cylinder.

- Low voltage control.

- Safety blocks for maintenance.

- Maintained action controls.

- The floor buttons are activated by key.

TECHNICAL SPECIFICATIONS


Mod. PS1

Mod.PS2

Maximum load bearing capacity in kg:

300


300

Pit dimensions in mm:




200


320

Platform dimensions in mm:



1000x1350

1000x1350

Maximum stroke in mm:



800 


1500

Voltage supply:




220V


220V


Voltage for controls:




24 VCC

24VCC

Useful opening of gates in mm:


800


800

Height of gates and railing in mm:


1100


1100

Standard speed:




3 m/min.

3 m/min.

Size of metal gate on box in mm:


750x450x1000h


Platforms with side lifting and air hole.

REFERENCE STANDARDS

-Directive 98/37 CEE (Machines), Presidential Decree 459 dated 24/07/96

-Directive 89/336 (Electromagnetic compatibility).

-Directive 73/23/ CEE (Low voltage)

