 TECHNICAL SPECIFICATIONS
Portata: 24 - 50 kg con argano, 100kg con pistone oleodinamico o con sistema innovativo Wireless. Più semplice nella costruzione e nel montaggio (si può montare in 8 ore). E’ inoltre silenziosissimo e assente di vibrazione.
Load capacity: 24 - 50 kg with hoist, 100 kg with oil pressure cylinder or innovative Wireless system. Simpler design and assembly (can be assembled in 8 hours). It is also extremely quiet and does not vibrate.

Cabin: Made of RAL 7038 painted sheet steel with removable platform or in stainless steel.
Machinery: wireless and on board the dumb waiter. Type with hoist above or below, available on request.

Operation: Efficient and silent

Doors: easy to slide double guillotine doors in RAL painted steel plate or stainless steel, depending on the version (they can only be opened if the cabin is present).
Entrances: Up to three entrances per floor. 
Manoeuvring: Universal manoeuvring, featuring a recall, return and stop button with illuminated signs indicating presence of the cabin (green) or whether the cabin is occupied (red).
Stops: up to 3; contact us if you require additional stops. The number of stops is unlimited for the wireless version.

Power supply: 220/380 V

Installation: a dumb waiter for two stops can be installed in 3 days, depending on the precision of the available shaft.

Delivery: extremely fast delivery.
ENCLOSURE TOWER: metal self-supporting tower that can be supplied separately if there isn’t a wall enclosure shaft.  

Safety: constructed in compliance with current standards (EC machines directive)

Warranty: 24 months from delivery of the materials, on condition that the regular maintenance contract is signed.
